1-5*

STAND BLADDER

WELL-X-TROL WX-350

(40/60 SETTING)

TANK

\»- DRAIN TO DAYLIGHT

(MINIMUM 15’ LENGTH>

GOULD HSC1S CENTRIFUGAL <20 GPM @ 40 PSID)

PUMP ON CONCRETE PAD ¢6" HIGH>

OVERFLOW

BLOWER TYPE (»rr\
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5000 GAL
STORAGE TANK

NEENAH R-4932 DRAI! W 7 1-1/4" GV
2" GV & . \
2 PLUG N
r= I
WELL CASING
LA W/ SANITARY SEAL ONE 4 THREADED 7 7
- OPENING ON TOP
| OF € OF TANK
CONTROL v»ZMF“ | 2° DIA. SCREENED “U* VEN 7
100W EXTERIOR LIGI
L \X. 2° DRAIN W/
2 METER \{,zu VALVE
“ CHECK VALVE - T @ - - 7\7 7 ,ﬁ P
SAMPLE BIB >l
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PRECAST CONCRETE BUILDING WITH
SIMULATED BRICK EXTERIOR BY SMITH MIDLAND
"EASICAST PRECAST 10'x12" BUILDING”

PLAN VIEW

ONE 4*

* T
| .
MOUNTED SPACE HEATER 4 53
Sa
C —— A
NOTE: CONTROL PANEL TO BE “NEMA® CABINET
WITH ADEQUATE SERVICE FOR HEATER, LIGHTS,
PUMP MOTORS PLUS 2 ADDITIONAL 20 AMP
CIRCUITS
30°x30* ACCESS HATCH (WATERTIGHT)
NOTE: ROOF MODIFIED TO CENTERED OVER WELL CASING

FAUQUIER COUNTY, VA STANDARDS.

SLATE GREY

DOOR COLOR

BRICK IMPRINT
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SECTION A-A

[

2’ SQ. ACCESS HATCH
WATERTIGHT, HINGED
AND LOCKABLE

2

8’ WIDE CONCRETE
PIER FOR TANK

SADDLE TO BE GROUTE!
AND LEVELED ON PIER

\»u»;wmz TYPE I SADDLE

#4 BARS EACH CORNER

\x» STIRRUPS @ 12"

6 CONCRETE FOOTER

SECTION D-D

SO. ACCESS HATCI

WATERTIGHT, HINGED
AND LOCKABLE

THREADED OPENING ON TOP
OF TANK FOR ELECTRODES

1-1/4* THREADED OUTLET-

—

SCHEDULE OF ELECTRODES

E-1 SHUT WELL PUMP OFF 7¢ FROM TOP

E-2 TURN WELL PUMP ON 10 FROM TOP

E-3 RESTORES BOOSTER PUMP 12° FROM BOTTOM
E-4 BOOSTER PUMP OFF é‘ FROM BOTTOM

E-5 GROUND TO BOTTOM OF TANK

4" CONCRETE SLAB [-107 |

SECTION B-B

12"

2 THREADED DUTLET

3* DVERFLO

LG /
(4 REGUIRED)

ADAMSON 5000 GALLON
STORAGE TANK (HORIZONTAL>

\»n)zmuz TYPE 1 SADDLE

6" CONCRETE FOOTER

<

SECTION C-C

3000 PSI CONCRETE

x2* REDUCER ON DISCHARGE

GOULD HSC1S CENTRIFUGAL
PUMP ON CONCRETE PAD

WELL-X-TROL
WX-350 TANK

4" CONCRETE W/ WIRE MESH
ON 6" STONE BASE

ISOMETRIC VIEW

1. ALL WORK SHALL BE IN ACCORDANCE WITH THE STATEWIDE BUILDING
CODE AND THE NATIONAL ELECTRICAL CODE

2. CONTRACTOR SHALL OBTAIN ALL PERMITS AND PAY ALL FEES.
3. PROVIDE SHOP DRAWINGS FOR ALL EQUIPMENT.
4. ALL WIRE SHALL BE COPPER TYPE THW OR XHHW.

S. ALL CONDUIT IN BUILDING SHALL BE EMT. cONDUIT SHALL BE RUN IN
A NEAT MANNER. FITTINGS FOR EMT SHALL BE STEEL COMPRESSION
TYPE. BX CABLE MAY BE USED FOR LIGHTS AND RECEPTACLES
CONCEALED ABOVE CEILING WHERE POSSIBLE.

6. SWITCHES SHALL BE HUBBELL #1221; RECEPTACLES SHALL BE #5262
OR APPROVED EQUAL.

7. ALL OUTLETS AND JUNCTION BOXES SHALL BE STEEL.
8. DISCONNECTS SHALL BE HEAVY DUTY TYPE.
9. PROVIDE LIGHT FIXTURES IN BUILDING AS APPROPRIATE.

10. PROVIDE ALL CONTROL WIRING, UNLESS FACTORY FURNISHED. ALL
CONTROL WIRING SHALL BE IN ACCORDANCE WITH DIAGRAMS FURNISHED
BY THE EQUIPMENT VENDOR AND REVIEWED BY ENGINEER.

11, RIGID PVC CONDUIT SHALL BE SCHEDULE 80 PVC EXTRA HEAVY WALL,
CARLTON OR APPROVED EQUAL. PVC CONDUIT MAY BE USED BELOW GRADE
FOR UNDERGROUND ELECTRIC SERVICE ENTRANCE CONDUITS TO THE MAIN
DEVICE. PVC CONDUIT SHALL BE USED BELOW GRADE FOR WIRING OUTSIDE
THE BUILDING. ALL PVC SHALL TRANSITION TO RIGID STEEL CONDUIT
WHEN 1T ENTERS THE BUILDING. PVC CONDUIT SHALL NOT BE USED
INSIDE THE BUILDING. PROVIDE GROUND WIRE IN PVC CONDUIT WHERE
REQUIRED.

12, CONTRACTOR SHALL VERIFY WIRE AND BREAKER SIZES WITH CONTROL
PANEL SHOP DRAWINGS AND OTHER ELECTRICAL EQUIPMENT PRIOR TO
ROUGH-IN.

FAX: (804) 264-3464
PHONE: (804) 261-6967

RECREATION DESIGN

RESOURCE PLANNERS, INC
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ARCHITECTURE

31t NORTHSIDE AVENUE, RICHMOND, VA. 93998

WATER PUMP STATION
CENTRAL AREA PARK
FAUQUIER COUNTY PARKS AND RECREATION
FAUQUIER COUNTY, VIRGINIA
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